
COMPARISON OF OPTIONS 
OPTIONS #1 #2 #3 #4A #4B 

 
DESIGN 

CRITERIA 

$6,500,000 
Remove Bridge 
Replace With 
Pedestrian 
No Historical 

$9,600,00 
Full Replacement 
New Alignment 
Intermediate 
Piers 

$1,200,000 
Relocation 
as 
Artifact 
No Bridge? 

4A $6,700,000 

Rehabilitation 
With 
Intermediate Piers 
 

4B $5,200,000 
Rehabilitation 
No Intermediate Piers 

Historical 
Impacts 

     

Longevity, Risk 

 Adversity 

     

Connectivity 1 and 4A were 
tied because they 
both 
accommodate 
vehicles and 
pedestrians. 
Two way traffic? 
Emergency 
Vehicles 

Ranked the best 
due to the 
realignment of 
the intersections. 
Two way traffic? 
Emergency 
Vehicles? 

 1 and 4A were tied 
because they both 
accommodate 
vehicles and 
pedestrians. 

Only supports one-
way vehicular traffic 
and pedestrians on 
the adjacent 
pedestrian bridge. 
Emergency Vehicles? 

Hydraulics  
 

1 and 4B were 
tied for 2nd due 
to similar 
alignments and 
removal of 
intermediate 
piers. 

Option 2 was 
ranked 4th due to 
the alignment 
and the skewed 
pier  
 

 Option 4A was 
ranked the lowest 
with intermediate 
piers remaining.  
 

1 and 4B were tied for 
2nd due to similar 
alignments and 
removal of 
intermediate piers 

Cost      
Maint.Inspec      
Utility Impacts      
Roads Impacts      



 


